WALL + FLOOR WRAPS
PERMANENTLY REMOVABLE
CAVIAR + RAVELLO

- 3 Ply Durability
- Phthalate-Free
- Clean Vinyl Technology

- Grip Texture
- Slip Resistant Certified
- ANSI A137.1 & Pendulum DCOF

POLYMERIC VINYL
DIMENSIONALLY STABLE FABRIC SUPPORT
POLYMERIC VINYL

- Repositionable Adhesive
- Adhesive Uses Microsphere Technology
- Clean Release, No Residue

PRINT WITH LATEX, SOLVENT & UV-CURABLE INKS

FLOORS WALLS COUNTERS
**WALL + FLOOR WRAPS**
**PERMANENTLY REMOVABLE**
CAVIAR + RAVELLO

**Grip Textures:**
- Texture Hides Wall Imperfections
- Slip Rated for Flooring

**Effortless, High Impact Thematic Graphics**
**Highly Durable 3 Ply Material**
**No Overlamination Necessary**
**Reposition/Apply Multiple Times**
**Apply Across Walls, Over Molding, Around Corners, On Ceilings, Counters & Floors**
**2-4 Times Thicker Than Other Wraps, Will Not Stretch Or Tear Easily**
**Unique Texture Hides Wall Imperfections, Reduces Glare & Light Hot Spots**
**Gritty Texture Provides Slip Resistance**
**Perfect For Wall & Floor Graphics, Trade Show Displays, Wide Format Murals, POP, Custom Promotions, Seasonal Or Event Theming, Interior Floors, Concrete Tile & Wood**

**Product Packaging**
Each roll is meticulously packaged in a re-usable tube.
No splices, no creases, no flat spots for printer efficiency.
STD Lengths: 75' - 150' - 300' | Width: 54" (±/− 1/8")

**Physical Properties**
- **Product Weight:** 20.5 oz. per lineal yd with paper lining / 15 oz without lining
- **Film Weight:** 14.5 oz. per lineal yd
- **Film Thickness:** 0.013 in.
- **Cold Crack Resistance @ 20F:** No change
- **Heat Aging 7 days @ 158F:** No change

**Adhesive Properties**
- Acrylic Based – Fire Retardant - Non Permanent
- Low Tack and Peel - can be repositioned with no adhesive residue on removal
- Adheres to almost any smooth surface
- Tested on dry wall, glass, metal, wood paneling, display board, tile, concrete, and hardwood floor
- Shrinkage - Edge shrinkage of 1mm to 2mm is possible in the first 30 days
For best results follow the DreamScape Wall + Floor Wraps Install Instructions.

**Removability**
When applied properly on a suitable surface, the adhesive will maintain its standard release for 2 years.
Beyond 2 years, the bond strength with the surface may gradually increase.

**Durability and Longevity**
This product is intended for indoor use.
Wall: 5-10 Years / Floor: 4-6 months / Counters: 1-2 years
*longevity estimates do not account for ink variables
**product shelf life: 1 year

**Application**
- Drywall requires a sealed surface with a level 4 or 5 finish
- Uncured paints and primers can result in poor adhesion.
- Never apply over fresh paint, dusty or dirty surfaces.
- Not for use on granite or marble. Surface must be clean and dry.
- Avoid solvent or ammonia based cleaners. Always clean surface with a mild detergent and water and dry thoroughly prior to application.

**Exclusions:** outdoor, external ramps, commercial kitchens, serving areas behind bars; cold stores and freezers; loading docks under cover, communal shower rooms, swimming pool decks, swimming pool ramps or stairs, wet treads or landings.

Due to the variability of surfaces, sealers, paints and environmental conditions, DreamScape does not accept claims for application or removal failures. It is the user's obligation to test and verify suitability prior to application. Purchaser must ensure that the ink applied does not degrade the product's slip resistance; and is responsible for the design and selection of product applications.

**Flame Certification**
- **ASTM E648 - Class 1**
- Test results available upon request.

**Floor Slip Certifications**
- **ANSI A137.1/A326.3 AVG DCOF .49**
- **AS HB198:2014 Pendulum Test Dry 59 Wet 36**
- Test results available upon request.

**Warranty**
DreamScape limited & exclusive warranty for Caviar or Ravello Wall + Floor Wraps available upon request.